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NKW  ENGLAND  STEEI.  UOOEING  CO.,  WOUCESTER,  MA.SS. 


TO  THE  TRADE. 


We  are  pleased  that  througli  the  generous  patronage  of  old  customers,  and  very 
many  others  who  have  kindly  favored  us  with  their  trade,  we  are  again  warranted 
in  nearly  doubling  our  floor  space ; also  adding  other  new  and  improved  machines, 
which,  together  with  the  latest  labor-saving  devices,  still  better  enable  us  to  preserve 
present  low  prices,  and  to  meet  successfully  our  Western  competitors.  It  will  be 
our  aim,  as  in  the  past,  to  produce  goods  second  to  none,  especially  for  the  New 
England  trade,  endeavoring  to  deal  fairly  and  squarely  with  all,  trusting  that  the 
pleasant  relations  heretofore  existing  between  old  customers  and  ourselves  may  still 
continue,  and  hoping  the  pleasure  of  adding  many  new  ones  the  coming  season,  to 
all  of  which  we  shall  extend  our  undivided  attention. 

Awaiting  a share  of  your  patronage, 

We  are,  respectfully. 


THE  NEW  ENGLAND  STEEL  ROOFING  CO. 


J^7e«se  Ue’Stroy  J^re^'ioris  Cut  ala^'ues  from  us. 
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TERMS. 


Net  Cash  in  thirty  days,  or  one  per  cent,  off  for  cash  within  ten 
days  from  date  of  invoice,  to  parties  having  good  commercial  rating, 
or  known  to  be  responsible  and  prompt. 

Net  Cash ^on  arrival  of  goods,  to  parties  not  having  good  com- 
mercial rating,  or  known  to  be  responsible  and  prompt. 

Small  orders  from  transient  customers  must  be  accompanied 
with  the  cash. 

S^AU  accounts  subject  to  sight  draft  icithout  notice  after 
maturity. 

Tools  loaned  and  detained  without  special  permission  will  be 
considered  sold,  and  subject  to  sight  draft. 

All  claims  against  invoices  must  be  made  on  receipt  of  goods. 

All  contracts  subject  to  strikes,  accidents,  delays  in  transit  and 
other  causes  beyond  our  control. 

We  loan  Roofing  Tools  to  customers  not  having  a set  of  their 
own,  charging  for  their  use  estimated  return  expenses. 

All  dealers  should  own  a set  of  Roofing  Tools  for  convenience, 
and  to  save  the  expense  of  returning  when  borrowed,  as  they  must  be 
returned  at  once  as  soon  as  roofing  is  laid^  and  if  not  so  returned  icill 
be  considered  sold  and  subject  to  sight  draft. 

To  insure  prompt  attention  and  avoid  misunderstanding,  always 
comply  with  above  and  carefully  note  instructions  on  pages  14  and  15. 
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NKW  KN(;i-ANI)  STEKr.  HOOFING  CO.,  WOKCE.STEK.  MAS.S. 


THE  H.  W.  SMITH  PATENT 

Folded-Lock  Standing  Seam  Roofing. 


1—  The  Roofing  in  KolLs.  7— Woi-kman  turning  Edges  with  Tongs. 

2 —  The  Roofing  as  unrolled.  8 — Workman  folding  Edges  with  Seamers. 

3—  Cross-lock  or  Flat  Seam.  9— Finished  Standing  Folded  Seam. 

4 —  l-inch  Edge  turned  up  with  Tongs.  10— Flashing  along  the  Fire  Walls. 

5 —  2Ji-inch  Edge  turned  up  with  Tongs.  11— Lap  to  turn  down  at  Eaves  and  Gable  Edges. 

6 —  Cleats  or  Fastenings.  12— Eaves  Trough. 


Old  Style  Cleat.  New  Style  Cleat.  Double  Seam  Cross-Lock. 

This  Steel  Eoofing  has  Double  Seamed  Ceoss-Locks  which 
we  guaranfee  not  to  leak  nor  come  apart. 

Has  a larger  sale  than  any  other  Steel  Eooeixg  on  the  market. 

May  be  laid  on  either  sheeting  boards  or  over  shingles. 

It  is  perfect  in  construction  and  has  the  firmest  seams  and  most 
secure  fastenings. 

No  separate  caps  nor  outside  cleats  to  become  loose,  hold  dirt 
or  dampness  and  cause  corrosion. 

Fire,  Lightning,  Wind  and  Water  Proof. 
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PITCH  OF  ROOF. 

Our  Smith  Patent  Plan  of  constructing  standing  seams,  as  de- 
scribed under  ‘‘How  Applied,”  page  8,  together  with  our  double 
seamed  cross-locks,  makes  a more  water  tight  roof  of  painted  metallic 
sheets  than  can  be  produced  by  any  other  plan  of  Steel  Roofing  on  the 
market. 

It  has  always  sustained  this  reputation  and  has  been  successfully 
used  on  pitch  of ‘less  than  one-inch  fall  per  foot,  and  in  many 
instances  less  than  one-half  inch  fall.  More  pitch  is  usually  better. 

Our  Bessemer  steel  sheets,  being  painted  before  double  locking 
together,  have  paint  inside  of  the  seams,  which  renders  them  tight 
without  solder. 


LIGHTNING  PROOF. 

This  claim  is  not  an  advertising  assertion,  but  a fact.  Lightning 
has  never  been  known  to  injure  a roof  covered  with  sheet  metal  ; 
hence,  loss  of  life  and  property  is  prevented.  Iron  buildings  and 
other  iron  structures  are  never  destroyed  by  lightning. 

Authorities  agree  that  combustion  cannot  occur,  because  the 
large  metallic  surface  scatters  the  electricity  and  renders  it  harmless. 

These  facts  deserve  appreciation  by  all,  especially  by  owners  of 
newly  filled  barns. 

LIST  PRICES  SMITH  PATENT  ROOFING. 

No.  28  U.  S.  Standard  Gauge. 

Painted Weight,  74  lbs $4..50  per  square. 

Galvanized,  not  painted •*  90  lbs 6.00  “ “ 

-A.  Discount per  cent. 


NAILS 

Are  not  included  in  price  any  more  than  with  shingle  or  slate 
roofing,  and  are  not  shipped  unless  ordered.  Price,  3 cents,  net,  per 
square,  except  by  special  agreement,  or  market  price  per  keg. 

. PAINT  FOR  FINAL  COAT 

Is  not  included  in  price  of  roofing,  except  by  si)ecial  agreement, 
and  never  shipped  unless  ordered,  in  which  case  prices  per  square 
will  be  5 cents  net  for  dry  paint. 

Dry  paint  in  original  packages  at  lowest  market  prices. 


NEW  ENGLAND  STEEL  KOOFINCJ  CO.,  WOKCESTEK.  .MASS. 


WE  GUARANTEE 


Our  Smith  Patent  Roofing  made  of  genuine  Bessemer  steel, 
and  not  of  iron.  Manufacturers  who  quote  Steel  Roofing,  but  use 
only  an  ordinary  quality  of  iron,  deceive  customers,  and  do  great  in- 
justice to  honest  competitors. 

Our  material  is  manufactured  specially  for  this  roofing,  and  is 
guaranteed  to  stand  the  test  of  double  seaming,  either  lengthways  or 
crossways  the  sheets,  without  breaking.  Xo  argument  is  necessary 
to  prove  its  superiority  for  roofing  purposes. 

Wherever  steam,  sulphur  fumes  or  injurious  acids  and  gases 
have  to  be  encountered,  galvanized  only  should  be  used. 


HOW  PREPARED. 


The  stock  used  for  this  roofing  is  27  inches  wide,  of  Xo.  28 
JJ.  S.  standard  gauge,  which  is  practically  the  same  as  the  old  No. 
27  Birmingham  gauge. 

The  edges  are  trimmed  with  squaring  shears,  the  sheets  then 
thoroughly  painted  on  both  sides  bj^  machine  and  brush,  afterwards 
connected  at  ends  by  our  double  seamed  cross-locks,  which  are  guar- 
anteed not  to  leak  or  come  apart,  then  put  up  in  rolls  of  convenient 
size  for  shipment  of  one  and  two  squares  each. 

When  lengths  are  given  we  cut  or  mark  strips  ready  for  use. 

The  Galvanized  Material  is  prepared  in  the  same  way,  except 
that  it  is  not  painted. 


PLAN  OF  CONSTRUCTION. 

By  the  H.  W.  Smith  Patent  Plan  of  folding  the  cleats  and  edges 
together,  the  work  is  adjusted  to  inequalities,  and  makes  the  folded 
standing  lock  seams  tighter,  stronger  and  more  reliable  than  can  be 
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produced  by  any  other  plan.  A more  uniform  tension  is  ob- 
tained, providing  for  contraction  and  expansion,  also  prevents 
leaking  and  loosening  of  the  joints  by  force  of  winds,  so  common  in 
metallic  roofs  formed  and  applied  by  other  methods  ; all  cross-locks 
are  double  seams  instead  of  the  common  single  seams  used  in  other 
roofings,  and  cannot  leak  nor  come  apart. 

This  plan  furnishes  its  own  ridge  and  hip  capping  by  a folded 
seam  combined  with  the  roof,  and  can  be  attached  to  tin  or  galvanized 
gutters  and  valleys.  The  entire  process  is  simple,  and  the  roofing 
can  be  laid  by  this  plan  more  rapidly  than  by  any  other,  and  a 
better,  more  valuable  and  satisfactory  roof  obtained  when  com- 
pleted. 

Many  plans  of  construction  for  metallic  roofs  now  on  the  market 
are  objectionable,  and  should  not  be  used  on  buildings  requiring  a 
good  and  tight  roof,  however  cheap  in  price. 


BETTER  THAN  SEPARATE  CAP  CONSTRUCTION. 


Because  our  Folded-Lock  Standing  Seams  are  more  reliable  and 
water  tight  than  single  edges,  and  have  no  caps  to  become  loose  or 
detached. 

Separate  caps  make  imperfect  laps,  and  cannot  be  made  to  con- 
form to  the  upturned  edges,  if  the  surface  of  the  roof  boards  are  not 
uniformly  even,  without  causing  the  edges  of  caps  to  buckle  or  bulge, 
and  in  time  become  loose,  and  the  roof  endangered. 

These  objections  are  overcome  by  our  plan  of  firm  cap  and  sheet 
combined  folded-lock  standing  seams,  which  conform  to  inequalities. 

Our  Double  Seamed  Flat  Cross-Locks  are  water  tight,  cannot 
leak  nor  come  apart,  and  far  better  than  cross-locks  made  on  the 
roof,  with  nothing  solid  to  mallet  on,  as  is  required  by  roofs  put  on 
in  separate  sheets. 

Experience  has  proven  that  to  have  these  cross-seams  ready 
made  is  a far  greater  advantage  than  to  have  the  side  edges  ready 
turned,  as  the  standing  seams  can  be  formed  much  better  on  the  roof 
than  the  cross-lock  seams.  ^ 
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NEW  ENGLAND  STEEI  ROOFING  CO.,  WORCESTER,  MASS. 


HOW  APPLIED. 


Our  new  method  of  preparing  our  H.  W.  Smith  Patent  Roofing  with  double  seam 
locks  at  each  end  of  roll,  is  well  worthy  of  notice.  This  saves  all  loss  of  material  and 
labor  and  insures  perfect  locks  throughout. 

We  believe  a few  hints  as  to  the  best  methods  of  procedure,  in 
order  to  accomplish  the  work  easily  and  quickly,  may  be  appre- 
ciated. First,  be  sure  your  strips  are  cut  to  the  required  length,  then 
become  acquainted  with  the  working  of  the  tools  for  folding  the 
standing  seam.  See  cut  on  opposite  page  for  Smith  Patent.  On 
work  with  pitch  of  6 or  more  inches  to  the  foot,  two  ladders  should 
be  provided.  It  is  not  customary  to  use  any  other  staging.  After 
first  side  is  laid,  from  3 to  4 inches  of  each  standing  seam  is  flat- 
tened with  a mallet  at  the  ridge,  and  a 1-inch  hem  turned  back  toward 
the  side  completed  ; under  "this  may  be  placed  a strip  of  board  for 
hooking  ladders  against  while  working  on  second  side,  which  needs 
one  inch  extra  for  completing  ridge  cap,  flattening  the  seams  as  on 
first  side  laid;  then  with  2-inch  tongs  throw  both  projecting  ends  or 
edges  upright  and  with  1-inch  seamer  fold  the  last  laid  over  the  first, 
thus  completing  cap.  Hips  are  constructed  in  same  manner.  For 
valleys  a full  width  strip  is  laid  the  entire  length  and  1-inch  hem 
folded  over  on  both  sides  toward  the  centre  and  cleated  ready  for 
locking  ends  of  sheets,  as  shown  on  page  opposite,  where  connec- 
tion is  made  to  apron  above  opening. 

In  cut  opposite  page  showing  seams  as  formed,  1 shows  starting 
point  (looking  up  the  roof),  on  left  edge  of  first  sheet  laid.  2 shows 
1-inch  hem  turned  up  on  right  edge.  3 represents  the  cleat  or  anchor 
which  is  secured  to  roof,  using  1-inch  wire  nails  for  boards  and  2- 
inch  nails  when  laid  over  shingles.  The  second  sheet  laid  has  a 
wide  hem,  4,  at  its  left  e(^e,  which  is  brought  against  the  standing 
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cleats.  Then  with  2-inch  seamers  fold  5 is  made.  Afterward  the 
finished  seam,  6,  is  completed  in  same  manner  with  1-inch  seamers. 

In  turning  hems  pass  over  the  edge  with  hemming  tongs,  first  only 
starting  the  fold,  then  finish  by  throwing  fall  up,  holding  down  firmly 
to  the  roof.  Turn  fold  with  seamers  by  using  handles  first,  then 
reverse  and  use  treadle  to  close  down. 


FLASHING  OPENING. 

Cut  here  illustrates  our  most  approved 
method  of  fitting  around  openings  and  is  repre- 
sented as  laid  from  left  to  right  looking  up  the 
roof. 

t^“Dotted  lines  show  where  folds  are  made 
or  to  he  made. 

Left  edges  of  Nos.  1,  3,  5 and  6 are  described 
as  brought  against  last  full  strip  laid,  No.  8. 
and  overlapping  its  1-inch  cleated  hem,  which 
for  convenience  should  be  thrown  back  to  the 
left  as  shown  (from  this  point  measurements 
are  taken).  Then  after  being  folded  ready, 
notching  corners  for  “Smith  Pat.”  (see  cut), 
they  are  fiat-locked  together  and  turned  up 
along  with  the  1-inch  hem  of  No.  8 ready  to  com- 
plete standing  seam. 

Nos.  1 and  2 represent  sheets  laid  below 
opening,  having  1-inch  cleated  hem  and2i4-inch 
hem  brought  together  with  upper  ends 
C C turned  to  form  flashing  at  lower  side  of 
opening  and  with  flat  locks  turned  ready  to 
connect  with  side  sheets  Nos.  3 and  4,  which 
are  shown  ready  to  fold  and  folded  for  com- 
pleting this  lock.  Upper  ends  of  these  sheets 
have  hems  turned  (same  as  Nos.  1 and  2)  to 
connect  with  apron  No.  5 at  each  side  above 
opening,  same  as  below.  Cleated  hem  is  shown 
across  upper  edge  of  apron  ready  to  receive 
lower  ends  of  sheets  Nos.  6 and  7,  extending  up 
the  roof.  Apron  A is  turned  from  this  sheet  to 
form  flashing  at  upper  side  and  B B shows  side 
flashings  formed  from  Nos.  3 and  4. 

Note  how  these  flashings  are  connected  at 
corners,  also  observe  that  all  flat  locks  (in 
which  thick  paint  should  be  used)  extend  below  the  opening  at  (Connecting  corners.  Here 
cement  should  be  used. 
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The  Star  Standing  Seam  Steel  Roofing. 


Made  of  soft  steel  sheets  connected  by  double  seamed  cross-locks 
and  painted  with  machine  and  brush.  Put  up  in  rolls  of  2 squares 
each.  Sizes  of  sheets  used  are  8 to  10  feet  long  by  26J  inches  wide, 
covering  width  24  inches. 

JS^This  roofing,  by  reason  of  our  double  seamed  cross-locks  and 
superior  painting,  is  better  than  any  other  roofing  of  its  style  on  the 
market. 

Tools  for  applying  are  1-inch  and  If-inch  tongs,  and  1-inch 
seamer. 


List  Price,  No.  28,  Gauge  Painted,  $4.25  Per  Square. 


Discount 


per  cent. 


Roll  and  Cap  Roofing. 


Made  of  genuine  soft  steel  sheets  connected  by  double  seamed 
cross-locks  and  painted  with  machine  and  brush.  Shipped  in  rolls 
of  2 squares  each.  Necessary  cleats  and  50  lineal  feet  of  caps  are 
included  with  each  100  square  feet  of  roofing. 

Tools  for  applying  1-inch  tongs.  Cap  squeezers  and  counter- 
sinking tool  combined. 


List  Price,  No.  28,  Gauge  Painted,  $4.25. 


Discount 


per  cent. 


Price  of  cap  squeezers  and  countersink  tool  $5.00,  tongs  $2.00. 
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Corrugated  Steel. 

We  guarantee  our  corrugated  sheets  to  be  in  accordance  with 
the  V.  S.  Standard  Gauge  and  made  from  the  best  material,  refined, 
box  annealed  and  free  from  holes'  and  scale — not  made  from  common 
direct  process  iron. 

Sheets  are  i»ainted  on  both  sides,  by  machine  and  brush,  by  which 
process  a coating  is  obtained  which  we  guarantee  the  most  perfect 
of  any  on  the  market. 

Corrugations  are  formed  by  press  mai  hine,  not  by  rolls.  This 
produces  more  perfect  formations  and  better  fitting  laps  at  ends  and 
sides  of  sheets  than  can  be  produced  by  any  other  process  in  use. 
Our  corrugated  sheets  will  line  up  uniformly  straight  and  lap  closely. 

Corrugating  rolls,  used  by  many  manufacturers,  do  not  produce 
uniform  corrugations,  nor  regular  covering  widths  at  both  ends  of 
sheets.  Such  will  not  line  up  straight  nor  make  a close  fitting  job. 

Corrugated  roofs  are  stronger  and  less  liable  to  leak  when  one 
and  one-half  or  two  corrugations  are  used  for  side  lap. 

We  advise  the  use  of  our  Smith  Patent  Folded  Lock  Seam  for 
roofing. 

Standard  Sizes  of  Sheets. 


Gauges 

Length. 

! Length. 

Length. 

Length. 

Length. 

1 

No. 

28 

. ' 6 feet 

7 feet 

8 

feet 

9 feet 

10  feet 

No. 

27 

6 “ 

7 “ 

8 

“ 

9 “ 

10  “ 

No. 

26 

6 “ 

7 “ 

8 

CL 

9 “ 

10  “ 

No. 

24 

. 6 “ 

7 “ 

8 

cc 

9 “ 

10  “ 

No. 

22 

. ' 6 “ 

7 “ 

8 

LC 

9 “ 

10  “ 

No. 

20  .....  . . . 

.|  6 “ 

7 

8 

u 

9 “ 

- -10  ‘‘  . 

Other  sizes  and  heavier  than  ‘20  gauge  sheets  furnished  to  order. 

The  covering  width  of  sheet  is  2 feet  ; whole  width  26  inches, 
except  for  the  and  f inch  corrugated  sheets,  whole  width  of  which 
is  25  inches,  though  they  contain  the  same  amount  of  material  as  the 
26  inch  width  sheets,  and  cover  24  inches. 

When  odd  lengths,  5J,  6J,  7.},  8|^and  feet,  are  wanted,  we  ship 
the  next  greater  standard  length  sheets,  and  charge  for  full  length. 

We  always  ship  sheets  8 feet  long,  of  Xo.  28  gauge,  when  length 
and  gauge  wanted  are  not  specified  in  the  order. 

Full  length  and  width  of  corrugated  sheets  are  charged  for. 
Ko  allowance  for  laps. 


FULL  WIDTH  25 '±*- J i FULL  WIDTH  26i^j 


1-2 


NKW  KNGI.AND  STKKI.  HOOFING  CO.,  WOKCESTKH.  M.ASS. 


Two=Inch  Corrugated  Steel. 

Fig.  2. 


2 inches  from  centre  to  centre,  and  *4  inch  deep. 

LIST  PRICE. 

I.  28  Painted ?3.7,5  per  square.  | No.  28  Galvanized $7.25  per  square. 


One  and  One=Quarter=Inch  Corrugated  Steel. 

Fig.  3. 


inches  from  centre  to  centre,  and  % inch  deep. 

List  Price,  No.  28  Painted,  5%  higher  than  2-inch.  In  cor- 
rugated sheets  full  width  of  sheets  is  charged  for  all  other  coverings 
the  laying  width  only  Length  of  sheets,  6,  7,  8,  9 and  10  feet. 


Fig.  4. 


Fig.  4 shows  one  and  one-half  corrugates  for  side  lap  as  used  for  rooting,  covering  width  one- 
half  corrugation  less  than  for  siding. 

Fig.  5. 


Fig.  5 shows  one  corrugation  side  lap  as  used  for  siding. 


COVERING  WIDTH  24 [ COVERING  WIDTH  24 'm 
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IS 

LIST  PRICES. 

CORRUGATED  ROOFING  AND  SIDING,  PRESSED. 

2,  2*4  and  3 Inch  Size  Corrugation. 


Painted. 

Per  Square. 

Galvanized,  not  Painted. 

Per  Square. 

No.  28  Gauge. 

84  00 

No.  28  Gauge 

86  50 

No.  26  “ 

4 50 

No.  26 

a 

7 00 

No.  24  “ 

5 50 

No.  24 

u 

8 00 

No.  22  “ 

6 50 

No.  22 

n 

9 50 

No.  20  “ 

7 50 

No.  20 

ii 

11  00 

No.  18  “ 

9 50 

No.  18 

u 

14  00 

No.  16  “ 

11  50 

No.  16 

n 

17  50 

IJ-inch 

corrugated  and  J 

, f-inch 

cross  corrugated 

are  5% 

higher  than  above  prices. 

Carved  corrugated  quoted  on  receipt  of  specifications. 


Discount per  cent. 

CALCULATIONS  FOR  STANDARD  S-INCH  CORRUGATED  SHEETS. 

In  allowing  for  side  laps,  the  following  table  gives  the  number  of 
square  feet  necessary  to  cover  one  square  when  no  waste  is  made  in 
cutting  or  in  applying  the  sheets,  but  we  cannot  calculate  for  end 
laps  without  dimensions. 

This  table  is  based  on  using  96-inch  sheets  ; if  longer  or  shorter 
sheets  are  used,  the  number  of  square  feet  necessary  to  cover  one 
square  will  vary  slightly  from  the  figures  below  given. 


END  LAP.  1 

1 Inch.  ' 

2 Inches. 

3 Inches. 

4 Inches. 

5 Inches. 

6 Inches. 

Side  Lap  1 Corrugate  110  sq.  ft. 
“ Ih  “ 116  “ 

“ 2 “ 123  “ 

Ill  sq.  ft. 
,117  “ 

:i24  “ 

112  sq.ft. 
118  “ 
125  “ 

113  sq.  ft. 
119  “ 

126  “ 

114  sq.  ft. 
120  “ 
127  “ 

115  sq.  ft. 
121  “ 
128  “ 

Table  for 

: Estimating  ii-Inch  Corrugated  Sheets. 

END  LAP. 

1 Inch. 

2 INCHES. 

3 Inches. 

4 Inches. 

5 Inches. 

1 

6 Inches. 

Side  Lap  1 Corrugate 
“ U 

a 2 “ 

105J  fq  ft 
109  “ 

nn  “ 

106,1  sq.  ft. 
110  “ 
im  “ 

107  /^  iq.  ft 
111  “ ‘‘ 
1131  “ 

!i081  sq  ft 
1121  “ 
1132  “ 

109  sq  ft 
1131  “ 
115  “ 

110^.5  sq.  ft. 
1151“  “ 
116;%  “ 

Estimate  the  number  of  rows  of  sheets,  the  number  of  sheets  in 
each  row,  and  the  length  of  sheets  in  each  row,  necessary  to  cover  the 
surface  and  furnish  the  proper  side  and  end  lap.  In  ordering,  always 
be  careful  to  state  if  allowance  for  side  or  end  laps  has  been  made,  or 
if  you  wish  us  to  make  them. 
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DIRECTIONS  FOR  ORDERING  ROOFING  AND  SIDINGS. 


These  instructions  are  important  or  they  would  not  be  given. 
Use  them  to  avoid  mistakes,  being  careful  to  state  style  and  quantity 
of  goods  wanted. 

The  covering  widths  of  all  our  standing  seam  sheet  metal  roof- 
ing and  sidings  are  uniformly  2 feet,  and  more  easily  and  accurately 
calculated  than  those  of  manufacturers  whose  covering  widths  are  a 
fractional  number  of  inches  less  or  more  than  2 feet. 

Fill  out  a proper  diagram  or  order  sheet  with  accurate  dimen- 
sions. 

The  customer  must  be  responsible  for  the  correctness  of  his 
figures  and  drawings,  or  when  calculating  for  Smith  patent  to  be  cut 
or  marked  the  required  lengths. 

Always  state  whether  or  not  necessary  allowance  has  been 
made  for  ridge  seam  and  turn-down  or  projection  (as  the  case  may 
be),  at  eaves  (see  Fig.  6),  or  if  you  wish  us  to  add  them  to  your 
figures. 

When  ordering  ceiling,  give  the  size  of  the  room,  and  the  space 
from  centre  to  centre  of  joists,  if  possible,  and  also  the  way  they  run 
across  the  room. 

In  making  allowance  for  ridge  seams  and  flashings,  note  Fig.  6. 


Fig.  6. 


Allow  1 inch  for  one  side  and  2 inches  for  the  other  side  for 
ridge  seam,  and  2 inches  at  eaves,  as  per  explanation. 

Explanations  to  Fig.  6. — A shows  the  1-inch  and  2-inch 
edge  turned  to  form  ridge  cap.  B,  the  2-inch  edge  bent  over  1-inch 
edge.  C,  ridge  seam  finished.  D,  flat  lock  attaching  roof  to  gutter. 


NEW  ENGLAND  STEEL  ROOFING  CO.,  WORCESTER,  MASS. 
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E,  wide  gutter  flashed  to  a brick  fire  wall.  F,  counter  flashing  on  fire 
wall.  G,  brick  wall.  H,  drip  or  turn-down  at»eaves. 

j&@“In  filling  out  diagrams  sharpen  your  pencil  and  make  figures 
plain. 

For  a Ridge  Roof  and  siding  for  such  buildings,  fill  out  diagrams 
like  Fig.  7. 

Fig.  7. 


Fill  out  only  the  measurement  of  that  part  of  the  building  you 
want  covered. 

For  a Shed  Roof  and  Siding,  fill  out  like  Fig.  8. 


Fig.  8. 


Give  number  and  size  of  openings  when  ordering  case  coverings 
of  any  kind. 
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Crimped  Edge  Steel. 


Fig.  9. 


List  price,  No.  28  gauge,  paiuted,  $3.75  per  square. 

Three  Crimp  Steel. 

Fig.  10. 


List  price,  No.  28  gauge,  painted,  $3.85  per  square. 


Beaded  Steel  Siding. 

Fig.  11. 


List  price.  No.  28  gauge,  painted,  $3.75  per  square. 

Discount ' — per  cent. 

Crimped  Edge,  Three  Crimp  and  Beaded,  made  from  sheets  6, 
7,  8,  9 and  10  feet  long. 


COVERING  WIDTH  24>Ni 

I 


NEW  ENGLAND  STEEL  ROOFING  CO.,  WORCESTER,  MASS. 


17 


Weather=Board  Siding. 

Fig.  12. 


Made  from  sheets  of  stock  lengths,  not  exceeding  10  feet.  Is  a perfect 
imitation  of  weather-boarding  or  clapboards. 

Price  list,  No.  28,  Painted,  .$4.00  per  Square. 

^ Discount Percent. 

Half=Inch  Crimp. 


Fig.  13. 


List  prices  5%  higher  than  Corrugated.  See  page  13. 

Size  of  corrugates  or  crimps,  inch.  Sheets  of  regular  lengths  No.  28 
U.  S.  Standard  Gauge  and  not  more  than  36  inches  wide,  crimped  crossways. 
Used  for  ceilings,  stilings,  friezes,  etc. 


Curved  Corrugated  Steel. 

Fig.  14. 


2 


Curved  to  Any  Kadius. 

Prices  quoted  on  receipt  of  specifications. 


Plain  Ridge  Roll. 

Fjg.  15. 


Plain  V Capping. 


Fig.  16. 


1‘4-inch  size,  Painted,  per  foot 6 cents.  6-inch  f<irt,  Painted 4 cents. 

2 “ ••  ••  7 ••  8 “ •*  “ .T  •• 

9 •• 

In  10  foot  lengths. 

Discount per  cent. 


Corner  Covering. 


Fig.  17. 


Showing  Metal  Corner  Covering,  Which  Should  Always  Be  Used  with  Steel 
W'^eather-  Boarding. 


Made  in  10  feet  lengths.  Greatly  improves  appearance  of  build- 
ings covered  with  Corrugated,  Crimped  or  Beaded  Sheets. 

No.  28  Painted  Steel 5 cents  square  foot. 

No.  28  Galvanized 7 “ “ “ 

Discount per  cent. 


Window  Caps,  Casings  and  Sills. 


Ivlacie  of  Painted,  or  Galvanized  SIteets. 


(SILLS  SHOULD  BE  MADE  OF  GALVANIZED.) 

Fig.  18.  Fig.  19.  Fig.  20. 


Casing  Sill.  Cap. 

No.  28  Painted  Steel  .......  5 cents  per  square  foot. 

No.  28  Galvanized 7 “ “ “ “ 


Discount 


per  cent. 
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COVERING  FOR  EAVES  AND  GABLE  PROJECTIONS. 


Fig.  21. 


In  10-foot  lengths,  with  or  without  Ogee  Moulding,  to  cover  under 
side  and  ends  of  rafters  and  gable  projections. 

Price  according  to  girth  and  style. 


PRESSED  BRICK  SIDING. 


Made  of  Soft  Steel. 

FIG.  22. 


Latest  style.  Much  used  for  siding. 


Size  of  Brick,  2Jx8J.  Sheets  24x60  inches,  containing  10  square 
feet  each.  10  feet  cover  one  square.  Apply  on  dry  sheeting  boards. 

LIST  PRICE. 

No.  28  Painted  Stee’ $4.25  per  square.  | No.  28  Galvanized $6.25  per  square. 

Discount per  cent. 


NKW  KNfiLANI)  STKEL  HOOKING  t'O.,  WOKCESTEK.  MASS. 


ROCK  FACE  BRICK  SIDING. 


Fk;.  -.a 


Sheets  24x60  inches.  Size  of  each  Brick,  2 11-16x8^  inches. 
10  sheets  will  cover  a square. 


LIST  PRICE. 

No.  28  Painted $4.50  per  square.  ( No.  28  Galvanized $0.50  per  square. 

Discount per  cent. 


ROCK  FACE  STONE  SIDING. 

Fig.  24. 


Size  of  Stone,  6x15  inches.  Sheets,  24x60  inches,  containing  10 
square  feet  each. 

10  sheets  will  cover  a square. 

LIST  PRICE. 

No.  28  Painted ’“".00  per  square.  | No.  28  Galvanized $7.00  per  square. 

Discount per  cent. 


NKW  ENGt.AND  STEEL  ROOFING  CO.,  WORCESTER.  MASS. 
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Corner  Finish. 


Pilaster. 


Fig.  2.1. 


For  Kock-Facetl  Siding. 


Fig  . 26. 


Each  Face,  15  inches  wide. 


Face,  15  inches  wide. 


LIST  PRICE — PER  LINEAL  FOOT. 


Corner  Finish.  Pilasters. 

Painted.  Galvanized.  Painted. 

Fig. -ii 22  cents.  30  cents.  Fig.  26 15  cents. 


Discount .per  cent . 


Galvanized. 
22  cents. 


Continuous  Pattern  Rock  Faced  Stone. 

Made  in  length  of  10  feet. 

For  Window  Sills,  Caps  and  Belt  Courses. 

Fig.  27. 


LIST  PRICE— NET. 

6 inches  wide.  Painted  Steel 414  cents.  Galvanized 6 cents. 

8 ••  6 ••  “ 8 “ 

10  “ *•  ••  714  “ “ 10  “ 

12  “ “ “ “ 9 “ 12 

When  applying  Corner  Finish,  Pilasters,  also  Continuous  Stone 
for  Sills,  use  wood  backing  corresponding  in  size  to  width  of  face  pro- 
jection. 


2'? 


NKW  KN(.I.ANl)  Sl'KKI,  HoOl'INt;  \V()K(  KSTEK.  MASS. 
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Shelving  wood  front  covered  with  our  Rock-Faced  Brick  Siding  and  Stone  Pilaster. 
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Fig. 


Showing  wood  front  covered  with  our  Rock-Face  Brick  Siding.  Pilaster. 
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LIST  PRICE. 

IRON  OXIDE  PAINT  IN  DRY  FORM  AND  READY  MIXED. 


In  Strong  ImpcTTious  Kits. 


Ready  Mixed. 

2 and  3 Gallon  Kits fl.iK)  per  Gal. 

5 and  30  Gallon  Kits 0 90 

Discount 


Dry. 

100  lbs i'*4  cents  per  lb. 

Bfcls 1^2  ••  " 


per  cent. 


ELASTIC  ROOF  CEMENT. 


Sixty  Years  In  Ufe.  Guaranteed  not  to  Crack,  and  the  Best  in  Use. 


Pat  up  in  Pails  6ilbs.,  and  12i  lbs.,  and  in  cases  containing  100 


lbs.  in  Pails. 

For  pointing  up  and  preventing 
leaks  in  metallic  roofs,  flashing  chim- 
neys, copings,  skylights,  gutters,  cupo- 
las, dormer  windows,  slate,  stone,  brick 
and  wood.  Sticks  to  anythin  g.  Willxot 
Crack  in  summer  or  winter.  Easily 
applied  with  knife  or  trowel.  More 
reliable  than  solder,  and  largely  used. 

lbs.  Pails 

121/2.  ••  

100  “ 


Discount 


per  cent. 


ROOF  BRUSHES. 


The  Best  Brush  for  Roof  Painting  used  with  Bong  Handle, 

Net  price  each 

Net  price  half  doz 

Net  price  per  doz 


NEW  ENGLAND  STEEL  ROOFING  CO.,  WORCESTER,  MASS. 


25 


“NEPONSET ’’  BLACK  BUILDING  PAPER. 


Odorless,  Clean  to  Handle,  No  Waste.  Absolutely  Waterproof  and  Air  Tight. 


The  “ Keponset  ” waterproof  paper  is  made  especially  for  roof 
lining  and  inside  sheathing,'  and,  while  it  has  many  other  uses,  it  is  for 
such  work  we  recommend  it  mainly. 

For  all  purposes  we  guarantee  it  better  than  tarred  paper. 

Although  black  in  color  there  is  no  tar  in  “Neponset,”  and  when 
exposed  to  the  air  it  will  not  lose  its  strength  or  waterproof  qualities. 

It  is  not  merely  rosin-sized  or  coated,  but  it  is  as  waterproof  in  the 
centre  as  on  the  outside. 

We  guarantee  every  roll  of  “Neponset’’  to  be  absolutely  water 
and  air  tight,  vermin  proof,  and  a high  non-conductor  of  heat  and  cold. 


Price  on  Application. 


ALL  GENUINE  ''NEPONSET"^  IS  PUT  UP  IN  ROLLS  WITH  BLUE  ENDS. 
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Gauge  and  Weights. 

The  U.  S.  Standard  Gauge,  established  by  Congress  March 
3d,  1893,  is  the  only  authorized  Gauge  for  Sheet  and  Plate  iron  and 
steel  in  the  United  States  of  America. 

As  it  is  not  practicable  to  always  roll  the  sheets  to  exact  thick- 
ness, owing  to  the  wear  and  expansion  of  the  rolls  from  heat,  the 
law  provides  that  a variation  of  two  and  one-half  per  cent,  either  way 
shall  be  allowed. 

U.  S.  STANDARD  GAUGE. 


Per  Square  Foot,  Not  Painted. 


Gauge  No — 

28 

27 

26 

24 

22 

20 

18 

16 

Black,  in  lbs 

6r3i/2 

68% 

75 

1.00 

1.25 

1.50 

2 00 

2.50 

Galvanized,  in  oz 



VMA 

14K 

I8K2 

2214 

261/2 

341/2 

42/2 

APPROXIMATE  WEIGHT  OF  ROOFING,  SIDING  AND  CEILING. 

Per  Square  (100  sq.  ft.)  Painted  and  Formed,  as  Sold. 


Gauge  No  

. 28 

27 

26 

24 

22 

• 20 

18 

16 

Black,  painted,  in  lbs 

. 69 

77 

84* 

111 

138 

165 

220 

275 

Galvanized,  not  painted,  in  lbs.  > 

. 86 

93 

99 

127 

1.54 

182 

236 

291 

The  shipping  weight  when  in  crates  is  5 to  7 pounds  more. 


Rules  of  Measurement. 

In  Selling  Sheet  Metal  Building  Material  on  Which  all  Quotations  are  Based. 

Steel  Eoofing,  Siding  and  Ceiling,  except  Galvanized,  is  painted 
both  sides,  and  sold  by  the  square,  or  square  foot,  computed  by  the 
following  rules  : 

Standing  Seam  Steel  Eoofings — Actual  covering  width  and  full 
length  after  sheets  are  connected  at  ends,  is  calculated. 

Corrugated  Iron  and  Steel — Full  width  and  length  of  sheets,  after 
corrugations  are  formed  ; no  allowance  for  laps. 

V Crimped,  Beaded,  Weatherboard  and  Imitation  Brick  Full 
length  of  sheets  and  actual  covering  widths  are  calculated. 

Wide  Gutters  and  Valleys — Full  width  and  length  of  material. 

Nails,  Clips  and  Eivets,  Wood  Strips,  Dry  Paint,  Cement,  and 
Eeady  Mixed  Paints  are  sold  by  the  pound,  gallon  or  square.  They 
-are  not  included  in  the  price  quoted  for  the  Eoofing,  Siding  and  Ceil- 
ing, but  when  furnished  are  charged  as  separate  items. 

Eidge  Eoll,  Eidge  Cap,  Corrugated  Wood  Strips,  Corner  Boards, 
Panel  Strips,  Window  and  Door  Case  Coverings,  Mouldings,  Stilings, 
Eaves  Trough,  Conductor  Pipes,  etc.,  are  sold  by  the  lineal  foot,  and 
charged  as  separate  items  and  not  included  in  prices  quoted  for  Eoof- 
ing, Siding  or  Ceiling. 
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ROOFERS  RULES  FOR  MEASURING. 


Work  Alter  BeitiK  Applied. 


Plain  Roofs. — Measure  the  length,  including  the  amount  turned  up  or 
down  at  each  end  or  gable,  and  multiply  by  the  distance  from  eaves  to 
eaves,  including  the  material  used  in  the  ridge  seam,  and  the  material 
lapped  down  or  folded  at  eaves. 

Roofs  with  Hips,  Valleys,  Dormers,  Etc. — Measure  each  section  through 
the  centre  horizontally,  and  multiply  the  length  of  the  strip  of  metal  at 
centre,  and  in  addition  to  the  actual  surface  of  the  roof,  measure  the  length 
of  hips  and  valleys  by  one  foot  wide.  The  extra  measure  of  hips  and  valleys 
is  to  compensate  for  the  extra  labor  and  loss  of  material  in  cutting,  fitting 
and  laying  the  same. 

Make  no  Deduction  for  any  opening,  chimneys,  stacks,  skylights, 
dormer  windows  or  ventilators,  unless  such  opening  measures  more  than  50 
square  feet.  If  more  than  50  square  feet,  and  not  more  than  100  square  feet, 
deduct  half  the  size  of  the  opening;  if  more  than  100  square  feet,  deduct  the 
full  size  of  opening. 

This  rule  is  based  on  the  fact  that  the  waste  of  material  and  extra  work 
in  cutting  and  fitting  the  material  for  flashing  such  openings,  are  equal  to  or 
greater  than  the  value  of  the  material  cut  out. 

Flashing. — The  labor  of  flashing  pipes  and  round  stacks,  whether  brick 
or  iron,  is  charged  extra;  no  charges  made  for  flashing  ordinary  chimneys. 

Gutters  and  Valleys. — Multiply  full  length  by  full  width. 

Make  no  Deductions  for  any  window,  door  or  other  opening,  unless  the 
same  measures  more  than  10  square  feet;  when  not  more  than  25  square  feet 
deduct  one-half;  when  more  than  25  square  feet,  deduct  all  such  openings, 
except  when  the  wood  casings  to  the  windows,  doors  and  other  openings 
are  to  be  covered  with  iron  or  steel;  in  such  instances,  no  deductions  for 
openings  in  sidings  are  made. 

Eaves  Trough  and  Conductor  Pipe.— Measure  the  entire  length  and  add 
three  feet  extra  for  each  mitre,  shoe  or  other  angle. 

Flashings. — Measure  all  material  used  necessarily,  including  unavoid- 
able waste,  except  where  no  deductions  are  authorized  for  openings. 

Domes,'  Spires,  Doors,  Etc. — Measure  all  material  necessarily  used, 
including  waste;  charge  for  it  at  its  value,  together  with  cost  of  labor, 
applying  the  material  at  wages  agreed  upon. 

Scaffolding.— Where  scaffolding  is  necessary,  the  customer  is  to  furnish 
all  necessary  materials  for  same  free  of  charge,  and  the  roofer  is  to  con- 
struct the  scaffold  free  of  charge  for  his  labor. 

Time  unavoidably  lost  by  workmen  waiting  for  the  building  to  be  ready 
for  the  sheet  metal  work,  after  date  required  to  commence,  is  to  be  paid  for 
by  the  customer. 
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The  Wock  Patent  Slip  Joint  Eaves  Trough. 

(Patented  Nov.  28,  1889,  and  Aug.  12,  1890.) 

Longest,  Strongest  and  Best  in  the  World. 

DIAGRAM  OF  SIZE. 


Galvanized,  No.  28  Gauge,  10  Feet  Lengths. 


Per  foot.  I Per  foot. 

314  inch,  % inch  bead 1,5  cts.  5 inch,  14  inch  bead  20  “ 

4 “ 1/2  “ “ IT  “ 6 “ “ 24  “ 


Discount per  cent. 

In  10  feet  sections,  without  cross  seams.  No  solder  required. 

When  ordering  Slip  Joint  Trough,  state  whether  right  or  left 
hand  is  wanted,  otherwise  half  right  and  half  left  will  be 
shipped. 

For  Double  Bead  Trough  add  three  cents  per  foot  to  above  list. 

A case  of  trough  consists  of  25  full  length  pieces,  one-half 
right  and  one -half  left. 

Cases  25  cents  each. 

MITRES. 


Outer  Corner  Mitre.  Inner  Corner  Mitre. 

Galvanized  Slip  Joint  Mitres  only  kept  in  stock. 

LIST  PRICE. 

Galvanized  Lap  Joint. 

Per  Dozen.  I Per  Doze 

314  inch,  net, $2.50  5 inch,  net 3. 

4 “ “ 2.75  jo-  “ 3. 

^^For  Mitres  with  Slip  Joint  add  60  cents  per  dozen  to  Above  List. 

Prices  on  heavier  gauge  Eaves  Trough  and  Mitres  quoted  on 


application. 
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THE  ACME  AND  STANDARD. 

steel  Eaves  Though  Hangers. 

Patented. 

The  Acme  is  made  of  No.  18  Gauge  Steel,  arched  and  flanged  in 
perfect  form.  Coated  with  indestructible  enamel.  The  flange  pre- 
vents the  lower  nut  from  becoming  loose. 

Easily  and  readily  attached  to  the  trough  with  our  imj^roved 
Tongs  and  Wrench  Combined.  Universally  acknowledged  superior 
to  all  others. 

HANGERS  APPLIED. 


STANDARD. 


AOIE. 


Cheap,  strong  and  reliable.  Easily  applied.  Cannot  get  out  of 
place.  Always  satisfactory,  and  guaranteed  the  best  Wire  Hanger 
on  the  market. 


LIST  PRICE  OF  HANGERS. 


' Acme  Japanned. 

Net.  . 

31/4-inch per  gross  $4.00 

4 “ “ 4.25 

5 “ • “ 4..50 

6 “ “ 5.00 


Hanger  Tongs  and  Wrench  combined,  each 


Standard 

Galvanized. 

Net. 

per  gross  $2.25 

“ “ 2.50 

“ “ 3.00 

“ “ 3.25 

40 


Either  of  above  hangers  saves  4 lbs.  of  solder  and  5 hours’  labor 
on  each  gross  over  old  styles. 

Rods  and  Nuts  always  sent  with  Acme  Hangers  unless  otherwise 
ordered. 
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Quarter  Circle,  O.  Q.  and  Box  Gutters. 

Cap  Joint  Only,  in  10  Feet  Seamless  Lengths. 

The  following  styles  always  kept  in  stock.  Can  furnish  any  other  style 
wanted. 

When  ordering  goods  use  Fig.  and  Style  Nos.  in  our  ’95  and  ’96  Catalogue 
to  avoid  mistakes. 

LIST  PRICES. 


Size. 

6 inch. 

7 “ 

8 “ 

Depth. 

4 inch. 

Style  A. 

Girt. 

15  inch. 

18  “ 

20  “ 

Galvanized 
Per  Foot. 
37  cents. 

45  '• 

50 

Style  B. 

Galvanized 

Size. 

Depth. 

Girt. 

Per  Foot. 

6 inch. 

Wi  inch. 

15  inch. 

37  cents. 

7 “ 

2/2  ;; 

18  “ 

45  “ 

8 “ 

22  ■* 

55  “ 

Style  C. 


Size.  Depth.  Girt. 

6 inch.  inch.  18  inch. 

7 “ 6H  “ 20  “ 

9 “ 8 24  “ 


Galvanized 
Per  Foot. 
54  cents. 
60  *• 

72  “• 


Size. 

6 inch. 

7 “ 

8 “ 


Style  D. 


Depth. 
51/2  inch. 
61/2  “ 

7 


Girt. 
18  inch. 
20  “ 

22  “ 


Galvanized 
Per  Foot. 
45  cents. 
50  “ 

55  “ 


All  above  sizes  are  without  gravel  guards.  For  gravel  guards  attached  (see  Style  D),  add 
8 cents  per  lineal  foot  before  figuring  discount. 

Any  style  other  than  shown,  or  in  Gauges  heavier  than  No.  28,  quoted  on  application. 
Discount per  cent. 
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Galvanized  Corrugated  Conductor. 

Rovind.  or  Square. 

In  10  feet  seamless  lengths. 

Far  stronger  and  more  durable  than  light  gauge  or 
pieced  conductor. 

Not  Affected  by  Expansion  or  Contraction. 
Guaranteed  the  strongest  and  best  Corrugated  Con- 
ductor on  the  market. 

LIST  PRICE,  NO.  28  GALVANIZED. 

Round  or  square. 

I’"  Per  foot. 

12  cents.  5-incli 25  cents. 

3 “ 6 •*  “ 

^ 20  “ Crates  at  cost. 


ROUND  ELBOWS  AND  SHOE. 


1 

2 

3 

LIST  PRICE, 

ROUND. 

ELBOWS. 

SHOES. 

ELBOWS. 

SHOES. 

Each. 

Each.  1 

Each. 

Each 

2 inch 

30c. 

5 inch 

.50c. 

60c. 

3 

30 

36 

6 “ 

60 

72 

4 “ 

. 1 

For  square  Elbows  add  20^  to  list  of  round. 
Discount per  cent. 


Heavy  Gauge  Round  Corrugated  Conductor. 

For  No.  27  Gauge,  add  1 cent  per  foot  to  List  Price  of  No.  28  gauge. 

“ 26  “ “ 2 “ “ •*  28  “ 

“ 24  “ “ 6 “ ••  ••  “ 28  *• 

No.  22,  20  and  18  Gauge  quoted  on  application. 

^Prices  for  Copper  Conductor  quoted  on  application. 

Capacity  of  square  Corrugated  Conductor  corresponds 
to  the  Round  of  same  size  and  has  same  list  price. 
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PLAIN  ROUND  OR  SQUARE  LOCK  SEAM  PIPE. 

In  L,eng:tlis  of  10  Feet  Without  Cross  Seams. 


Guaranteed  perfectly  straight,  strong  and  durable.  Made  of  Gal- 
vanized in  any  Gauge  not  heavier  thanXo.  18. 


LIST  PRICE. 


Per  lineal  foot.  Per  lineal  foot. 

2-incli  No.  28  Gauge 12  cents  | 4-incli  No.  28  Gauge 20  cents. 

3 “ “ 1.5  “ 5 “ " 25  “ 


Discount per  cent. 

For  prices  on  heavier  gauge  add  1 cent  for  Xo.  27;  2 cents  for 
Xo.  26,  and  6 cents  for  Xo.  24  gauge  to  above  list.  Xos.  22,  20  and 
18  gauge  quoted  on  application. 

Prices  for  large  round  or  square  pipe  used  for  ventilating,  heat- 
ing or  blower  pipes,  quoted  on  receipt  of  specifications. 


Atljustable  Elbows  For  Round  Pipe. 


Sizes  in  stock. 


LIST  PRICE. 


Galvanized. 


2- inch 

3 - inch 

4 - inch 


$1.60 

2.40 

3.00 


Discount. 


.per  cent. 


J^“Elhows  of  Heavy  Gauge  made  only  to  order  on  receipt  of  specifications  and  drawings 
showing  angle  wanted. 
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Conductor  Heads. 


Style  A. 


ORNAMENTAL 

AND 

STRONG. 


Where  Fire  Walls 
are  encountered, 
connect  to  gutter 
by  a feed  pipe  pas- 
sing through  the 
wall. 


Style  C. 

PRICE  LIST,  NO.  28  GAUGE,  GALVANIZED. 

Style  A. 

For  3-iiich  Pipe,  each $1.40  For  .5-inch  Pipe,  each $2.30 

“ 4 1.65  “6  *•  “ 2.75 


Style  B. 

For  3-inch  Pipe,  each $1..50  For  5-inch  Pipe,  each -$2..50 

“ 4 “ “ “ 1.75  “ 6 3.00 


Style  C. 

For  3-inch  Pipe,  each $1.75  For  5-inch  Pipe,  each $2.75 

“ 4 “ “ '•  2.00  • 6 ••  “ ••  3.25 

With  overflow,  .50  cents  higher. 

Discount per  cent. 

Prices  on  Heavy  Gauge  Galvanized  and  Copper  Conductor  Heads 
quoted  on  application. 
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Ridge  Roll 


No.  28  Galvanized.  10  Feet  I.eng:ths. 


PRICE  LIST. 


1 M^-inch  size.  8-incli  Girt,  per  lineal  foot. 
:2  ••  10 


Discount... per  cent 


16  cents. 
19 

‘>3  “ 

•>s  •• 


Cresting  Blocks. 

made  of  Galvanized  to  Fit  our  2-Incdi  Ridge  R<*I1. 


For  price  see  page  36. 
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Finial  No.  3.  Design  made  v\itn  Block  No.  7. 
For  prices  of  Finials  see  page  37. 
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Finial  No.  4. 

Design  made  with  Block  No.  .5. 


Finial  No.  5. 

Design  made  with  Block  No.  4. 


Blocks  Nos.  1,  2 and  3,  page  34 2n  cents  each 

“ 4 and  .5,  " 3« 

'■  6,  7 and  8,  45 


For  prices  of  Finials  see  opposite  page. 
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Finial  No.  6.  30  inches  high.  Cresting,  65'^cents  per  foot. 


Copyrighted. 


Finial  No.  7.  24  inches  high.  Cresting,  85  cents  per  foot. 

11.90  each. 

2 00  “ 

.5.00  “ 

3.75  “ 

4.00  “ 

.5.50 

4..50  ‘■ 

Per  Cent. 


Finial  No.  1,  Page  35 


3. 

4.  Page  36 

5.  “ 

6.  Page  37 


Discount 


3H 
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A'^aiid  B,  with  Special  Bid^e  Caps. 


Copyrighted. 

STA'f.E  A.— Height,  9 inches;  Avidth  of  Apron,  4 inches.  Height  of  Finial,  24  inches. 


Copyrighted. 

Style  B.— Height,  11  inches:  width  of  Apron,  ■i':i  inches.  Height  of  Finial.  20  inches. 


Style  C.— Height.  11  inches;  width  of  Apron,  5 inches.  Height  of  Finial.  24  inches. 
Price,  according  to  quantity,  quoted  on  application. 
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Ornamental  Ridgings. 


Made  of  No.  38  Galvanized. 


Copyrighted. 

Style  B. 

Height.  Girt.  Apron.  List  Price. 

7 inches 18  inches inches 23  cents  lineal  foot. 

9 '22  ••  o ••  28  “ 

11  ••  2(5  “ 5G  33  “ 


Copy  right  edt 
Style  C. 


Height. 

Girt. 

Apron. 

List  Price. 

8 inches ....  

22  inches 

,5  inches. . . . 

10  *•  

26  

514 

34 

12  ‘ 

30  ••  ■ . . 

6 

39 

Discount 

40 
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Galvanized  or  Copi>er  Cornice. 


No.  :2.  Height,  38  inches ; projection,  18  inches. 


No.  4.  Height,  24  inches:  projection,  12  inches. 


NEW  ENGEAND  STEEE  ROOFING  CO.,  WORCESTER,  MASS. 


41 


42 


NKW  KN(;LAND  steel  koofint;  co.,  wohcesteh,  mass. 


Crown  Mouldings. 


1 


When  exact  wall  line  measurements  and  all  angles  are  given,  we  pre- 
pare cornices  and  crown  moulding,  including  mitres  ready,  to  attach  to 
building.  In  ordering,  always  be  careful  to  state  if  mitres  are  for  inside  or 
outside  corners  or  for  rakes,  and  show  plainly  any  irregular  work. 


Section  of  Crown  Moulding,  Illustrating  our  Improved  Slip  Joint. 


With  this  improvement  in  cornice  joints,  no  solder  is  required  in  hanging. 
Easily  joined  together  by  any  builder.  All  danger  of  breaking  away  and 
expansion  or  bulging  at  the  joints  is  avoided.  Allows  for  contraction. 

For  price  on  each  joint,  add  one  cent  for  each  inch  in  girt. 


Belt  Mouldings. 


Prices  quoted  on  any  st3de  or  design  upon  receipt  of  detail  or  scale 
drawings. 
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Window  Caps. 


Made  of  Galvanized.  Price  on  Application, 

The  se  here  shown  are  for  openi  ik  32  to  38  inches  ide. 

Oil  er  styles  or  sizes  made  on  receipt  of  sVetc^i  giving  accurate  dimensions. 


A 
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Hip  Caps  and  Tower  Ornaments 


Size  15x20x48  inclies  high. 


No.  1 


No.  2.  Size  12x24x17  inches  high. 
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No.  5. 

Height 3 feet. 


In  fitting  for  roofs  of  different  pitch,  dimensions  necessarily  vary. 

Price  quoted  on  receipt  of  specifications  giving  length  of  ridge,  and 
pitch  of  roof.  Elevation  plans  are  also  useful. 


A 
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Height,  3 ft. 
6 in.  Price, 
each,  $5.00. 


No.  3. 

Height,  4 ft.  Price, 
each $6.00 


No.  3. 

Height,  3 ft. 
6 in.  Price, 
each,  $5.00. 


No.  4. 

Height,  4 ft.  3 in. 

Price,  each $7.00 


No.  5. 

Height,  4 ft.  9 in. 
Price,  each 


.$7.00 


Finials. 


Discount 


Per  Cent. 
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No.  6. 

Height,  5 feet,  6 inches. 

Price,  each $21.00 


No.  7. 

Height,  o feet,  6 inches. 
Price,  each $19.00 


No.  8. 


Height,  5 feet,  6 inches.  Price, 
each $18.(X) 


Discount 


Per  Cent. 
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No.  It. 

Height,  4 feet,  8 inches.  Price,  each 

Discount Percent. 


,$20.00 
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No.  12. 

Height,  6 feet,  6 inches.  Price,  each,  ?20.00. 


No.  13. 

Height,  6 feet.  Pi-ice.  each,  $15.00. 


4 
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Copper  Weather  Vanes. 

Gilded  with  pure  gold  leaf.  Price  on  all  our  venes  includes  spire,  letters 
and  balls  complete. 

A compass  given  with  each. 


SMUGGLER.  (NEW  PATTERN.) 


No.  1,  Smuggler,  31  inches  long, 820.00 

“2,  “ 48  “ “ 50.00 


ETHAN  ALLEN. 


No.  1,  Ethan  Allen,  31  inches  long, 820.00 

“ 2,  “ “ and  wagon,  42  inches  long, 40.00 


Discount 


per  cent. 
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BLACK  HAWK. 


No.  1,  Black  Hawk,  27  inches  long,  . . . 
“ 2,  “ “ with_sulky  and  driver. 


Discount 


per  ce.it. 


$15.00 

30.00 
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GAME  COCK. 


16  inches  high  810.00 

24  “ “ 20.00 


COWS. 


No.  1 Cow,  25  inches 820.00 

“ 2 “ 40  “ 50.00 


Full  Bodied. 


Discount 


per  cent. 
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LEADER  BANNERET. 


No.  1,  2h  feet  long .S20.00 

“ 2,  3 “ “ 30.00 

■ “ 40.00 

“ 50.00 


3,  Zh 


INITIAL  BANNERET. 


No.  1,  2*4  feet  long $20.00 

“ 2,  3 “ 30.00 

“ 3,  3*X  “ “ 40.00 

“ 4,  4 “ “ .50.00 


Discount 


per  cent. 
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BANNERET. 


No.  1,  feet  long -820.00 

“ 2,  3 “ “ 30.00 

“ 3,  3-^  “ “ 40.00 

“ 4,  4 “ “ 50.00 


ARROW. 


No.  1,  12  inches  long 84.00  No.  5,  30  inches  long  ....  810.00 

“ 2,  15  “ “ 5.00  “ 6,  36  “ “ ....  15.00 

“ 3,  18  “ “ 6.00  “ 7,  42  “ “ ....  18.00 

“ 4,  24  “ “ 8.00  “ 8,  48  “ “ ....  20.00 


per  cent. 


Discount 
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The  Monarch  Ventilator. 


Round  and  Octagon. 


For  Barns,  Factories  and  Other  Buildings.  Copyrighted  189'4. 


Made  of  No.  24  Galvanized  Iron  in  five  sizes. 

Strongest  and  most  durable  Ventilator  for  all  buildings. 

No.  1. — Base  14  inches  square:  diameter  of  drum,  10  inches:  heisht.  354  feet;  price,  $10 


No.  2.—  “ 

18  •• 

“ 12 

“ 5 “ 

“ $12.00 

No.  3.—  “ 

22  ..  i-  *• 

15 

054  “ 

“ $15.00 

No.  4.—  “ 

28  •• 

21 

- 854  “ 

“ $18.00 

No.  5.—  •* 

35  “ ••  “ 

29 

..  11 

“ $22.  .50. 

Nos.  3,  4 and 

5 are  used  most. 

^P“VVe  also  furnish  weather  vanes  for  ventilators.  Price  according  to  size  and  style. 


Discount 


.per  cent. 


S 8 8 8 8 
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Skylights. 


■W'itli  or  without  Glass. 


Any  style  or  design.  Frames  made  of  galvanized  iron  or  copper 
to  fit  wood  curb. 


Usual  provision  is  made  in  our  Skylights  for  drainage  of  con- 
densation, and  preventing  leaks. 


These  Skylights  are  superior  to  those  made  of  wood,  being 
fire  proof,  more  durable,  of  lighter  weight,  admitting  more  light. 

Large  or  fiat  Skylights  made  with  bar  iron  supports  to  order. 

Prices  quoted  on  receipt  of  specifications,  with  exact  outside 
measurements  of  curb. 
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Speaking  Tubes. 


LIST  PRICE. 


LIST  PRICE. 

1 inch,  per  foot $ .03 

1 " Square  Elbow,  per  doz 60 

1 Stamped  ••  *■  90 

Whistler  with  indicator,  plain,  per  doz 4.00 

“ ••  Porcelain  4. .50 

" Nickeled  “ 7.00 

Discount per  cent, 


Galvanized  Per  Doz. 

2-inch ^ .60 

3 ••  SO 

4 “ 1.20  For  Standing  Seam  lioofs. 

6 “ 175  Made  of  Malleable  iron.  Galvanized:  is  easU.v  and  quicUl.v  applied 

to  the  seams,  and  in  everj’  respect  tills  the  purpose  for  which  it 
percent,  is  intended. 


WIRE  STRAINERS. 

The  Standard. 


THE  ^‘NEW  ENGLAND”  SNOW  GUARD. 


Discount 


Price  per  100,  $4.00  net 
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New  England  Ash  Sifter. 


Shown  as  Arranged  for  Individual  Use. 


Few  claims  have  passed  the  U.  S.  Patent  Office  often er  than  for  improve- 
ments on  ash  sifters.  Hundreds  have  been  rejected,  and,  with  a few  ex- 
ceptions,* those  allowed  have  fallen  so  far  short  of  usefulness  that  all  efforts 
to  place  them  on  the  market  proved  a failure,  and  up  to  the  present  time 
none  have  given  entire  satisfaction  to  the  user.  Still  each  has  gone  to 
prove  that  there  is  a demand  for  an  article  with  which  to  perform  a most 
disagreeable  yet  not  unprofitable  task.^ 

In  presenting  the  New  England  Sifter,  we  feel  justified  in  saying  that  no 
more  strictly  dust-proof  common- sense  Sifter  has  ever  been  produced. 

Its  working  principles  being  entirely  new,  we  have  been  notified  that  all 
claims  asked  for  are  allowed.  It  is  arranged  to  receive  ashes  without  re- 
moving from  stove  pan,  and  when  work  is  completed  cinders  deposit  them- 
selves again  in  pan  ready  for  removal. 

Its  peculiar  oscillating  motion  completely  breaks  up  the  mass,  and  renders 
rapid  and  perfect  separation.  Ash  pans  of  all  sizes  are  held  firmly  in  posi- 
tion by  lock-lever  screen  or  sieve.  Impossible  to  clog  with  tin  cans  or  other 
rubbish  when  arranged  for  tenements.  Strong  and  simple,  with  no  compli- 
cated or  wearing  parts  liable  to  get  out  of  order,  and  such  as  will  meet  a 
long- felt  want. 

Asli  Cans,  any  size,  to  order. 


List  price,  individual 
tenement. 


..flO.OO 
. 12.00 


Discount 


per  cent. 
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The  Worcester  Sifter 

Is  a rotary  Sifter,  encased  in  heavy  galvanized  iron,  thor- 
oughly made  and  strongly  riveted,  and  durable. 

Easily  operated,  makes  little  noise,  allows  no  dust  to 
escape.’ is  self-dumping,  and  is  made  in  styles  adapted  to 
either  Chute.  Barrel  or  Can. 

A valuable  feature  of  this  Sifter  for  tenement  houses  is 
that  it  is  so  constructed  that  it  is  impossible  to  throw  tin 
cans  or  other  rubbish  down  the  Chute. 


The  Worcester  Dryer. 

The  best  Dryer  ever  invented  for  suspending  from  back 
piazzas.  Made  of  angle  iron  and  galvanized  wire,  and 
consists  of  a light  framework  or  carriage  provided  with 
rollers,  which  easily  slides  out  on  tracks,  or  can  be 
quickly  drawn  under  the  piazza  to  hang  or  take  off  clothes^ 
No  reaching  out  or  straining  necessary.  When  not  in  use 
occupies  very  little  space  overhead  directly  under  the 
piazza  or  roof,  away  from  the  dust.  It  projects  when  out 
but  eys  feet. 

Made  in  different  sizes. 

Price,  according  to  size,  on  application. 
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Corrugated  Curved  Awnings. 

Supported  by  lirace  and  ir'iaiue. 


Desirable  for  protecting  store  fronts.  Perishable  goods,  snch  as  fruits,  will 
stand  fully  one-third  longer  under  metal  than  under  canvas. 


Bank  and  Office  RaiKngs. 


g^^^Send  for  sheet  showing  other  designs. 
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The  above  cuts  represent  a new  departure  in  interior  finish.  These  fancy  Grilles,  made  in 
iron,  bronzed  or  polished  brass,  are  taking  the  place  of  the  wood  fret-work  so  generally  used, 
being  light,  yet  strong  and  durable.  They  are  used  for  portiere  hangings  and  general  decora- 
tive use. 

No.  3. 


We  are  equipped  with  necessary  portable 
facilities  (see  next  page)  for  giving  especial 
attention  to  interior  fire-proof  or  decorative 
iron  work  of  all  kinds. 

Klevator  Doors,  Bailings,  Window 
Guards,  Grilles,  Wickets,  Channel  Cover- 
ings, Moulding  Supports,  Metal  Lathing,. 
Angle  Iron  Framework,  Fire  Escapes, 
Etc. 

In  short,  we  are  prepared  to  do  Brst-class 
work  in  this  and  all  other  departments. 

Designs  or  estimates  on  application. 


Decorative  Grilles. 

No.  1. 


No.  2. 


Our  Portable  Department, 


NEW  ENGLAND  STEEL  ROOFING  CO.,  WORCESTER.  MASS. 
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Self=Clamping  Drill. 

For  Builders,  Machinists,  Blacksmiths  and  Farmers, 


Patent  Applied  for. 


Cut  shows  at  a glance  that  it  is  well  calculated  to  meet  the  long- felt  want 
of  a cheap  hand  drill,  which  may  be  instantly  adjusted  to  fit  any  and  all 
irregular  work. 

There  is  nothing  on  the  market  to-day.  having  the  desirable  features  of 
this  drill,  which  is  comparatively  a new  device,  and  is  finding  a ready  sale. 

All  builders  who  have  used  it  claim  it  to  be  the  best  and  handiest  drill 
ever  made. 

Price,  each 

Price,  each,  with  Ratchet 

Price,  each,  with  Ratchet  and  Bench  Clamp 

Discount per  cent. 

Lever  Shears. 


No.  1,  Bench  Shear  (see  cut),  with  3-inch  blade,  will  shear  ^-inch  iron  or 
Y=*5-inch  brass.  Price,  ^20. 

No.  3,  made  with  strong  supports,  stands  3 feet  high  from  floor,  has  6-inch 
blade,  will  shear  5-inch  iron  or  |-inch  brass.  Price,  850. 

Each  constructed  to  split  any  length. 


,$8.00 

10.00 

12.00 


Discount 


per  cent. 
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